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(54) Title: VASCULAR FILTER 

(57) Abstract 

The present invention relates to a 
vascular filter (1) which can be placed 
in a blood vessel, and which comprises 
at least one passage with a circumfer- 
ence suitable for the purpose of inter- 
cepting thrombus, wherein the filter (1) 
comprises a longitudinal body member 
(6) with, in a position of use, a circum- 
ference corresponding to the internal di- 
ameter of the blood vessel transverse to 
the longitudinal direction thereof. The 
invention also relates to a method for 
manufacturing vascular filter (1). 
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VASCULAR FILTER 

BACKGROUND AND SUMMARY OF THE INVENTION 

1. Technical Background : 

The present invention relates to a vascular filter which can be temporarily placed 
inside a blood vessel for the purpose of intercepting thrombus. 

2. Discussion : 

Some basic types of vascular filters are generally known, wherein a single filter 
element or member extends substantially transverse to the direction of flow inside the blood 
vessel, and is wedged against the blood vessel wall due to the fact that it has a dimension 
slightly larger than the inside diameter of the blood vessel. Vascular filters may often be used 
in the vena cava, and may be described in such event as a "vena cava filter." 

Known vascular filters may have some disadvantages, some of which may relate to 
their reliability. As such, known vascular filters may consist of a network of interconnected 
ribs, which extend substantially in a radial direction in relation to the blood vessel. 
Unfortunately, the entire filter may shift position if one of the ribs breaks. In addition, the 
free ends of the ribs, which are positioned under a certain pressure against the internal wall of 
the blood vessel, may cause trauma to the vessel wall, or may become embedded in it which 
may involve risk for the patient. 

Another disadvantage of known vascular filters may be a possibility of shifting 
position in the blood flow inside the blood vessel, even when the filter maintains its proper 
shape, if a known vascular filter may have been incorrectly placed in a portion of the blood 
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the internal wall of the blood vessel. 

Accordingly, an object of toe present — " » »~* ' *" ** 

delivery to* a catoe*r in a compress* shape. where it tends to —* ^ 
te Hood vessel. The vnscuU, finer rends ,o hap torombus or pamc.es, and res,, their 

tu isw includes in a position of use, a circumference 
movement further downstream. The filter includes, in p 

. . „ nf Woo d vessel transverse to the longitudinal 
corresponding to the internal diameter of the blood 

direction hereof. 

With a vascular Cher according » the pmsent tovendon, toe tubuUr secdon tends to 
wedge itself to place within toe Hood veaae., exerdng pressure locauy, atong a Urge secdon 
ofcontac, ama. on toe wa.l of toe H vessel. Acco^y, the filter sends so «ert pressure 
on toe internal wa» of she Hood .ease! which could resulr in perforation of Use Hood vessel. 
ta . tends . hold itself in place. The vascular She, wiU consequentiy tend no, so shift 
position. 

to addition, the vascHar filter according to *e ntesen, invention cannot rotate 
aversely or til, over, whrch is anodrer imponan, advanrag. of dre present invention, to a 
preferreo embodiment, a vascular fdrer accordhrg .0 .he present invention has preferaHy been 
formed our of one stogie piece, which provides advantages, including simplicity. 

to another prefenod emhodimen, a vascular finer aceordtog . me pmsen, invention 
includes a to and second filter section, anunged on either side of a body member. The body 
«*. and the f.lter sections tons enclose a apace. Due to the elongated shape of the 
vascHar filter according ,0 the present invenuon. and the anangtog of toe firs, and second 
secdon on either side of toe body member, toe present filter has an enhanced filtering effect 



In other words, two opportunities 



ies have been created for intercepting thrombus moving inside 
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the blood vessel. The position of the filter inside the vena cava or another the blood vessel is 
therefore not dependent on the route along which it has been introduced, as a result of which 
the physician concerned has more freedom when choosing a route for introducing the vascular 
filter. 

Another embodiment of the vena cava filter according to the present invention 
incorporates the feature that, when seen in an axial direction, the passage has the shape of a 
regular polygon, and provides several smaller filtering "cells". The purpose of these filtering 
cells is to intercept thrombus moving inside the blood vessel. 

The filter sections, as arranged according to an embodiment described above on either 
side of the tubular body section, are preferably identical in shape, thereby enhancing the 
simplicity of the vascular filter according to the present invention. 

A vascular filter may have been made of a braiding of wire-like elements, or a single 
plate-like element having a series of cuts at places corresponding to the positions of passages, 
or a tubular element also having a series of cuts at places corresponding to the positions of 
passages. It is thus preferably possible to effect under the influence of heat at least 
deformation of the material and possibly expansion of the vascular filter, which may be made 
in one of three ways mentioned, to obtain the ultimate shape and in particular the 
circumference hereof. Possible junctions are preferably effected by melting or welding free 
ends together, or by employing such a cutting pattern that the basic shape of the vascular filter 
according to the present invention is obtained. In addition, an advantage of the filter made of 
a tubular body is that it can be reduced to the dimensions of the tubular body, which 
dimensions may be very small, so that also the dimensions of the catheter required to 
introduce the filter may be very small. 
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*irrx relates to methods for manufacturing 
U should be noted that the present invention also relates to metn 

vascular filters as described herein. 

Uesc and «*. «». objects, a— and faanaras of » — b«« 

^ ft. - « - — • — — 4 10 COnj " nai0,, "* *" 

appended drawings. 

AmtM Kpift W with reference to the attached 

The invention will be explained in greater detail below witn 

drawings of a number of examples of embodiments hereof. 
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BRIEF DESCRIPTION OF THE DRAWINGS 
Figure 1 shows a perspective view of a vascular filter in a position of use, and also 
illustrates schematically a manner in which the vascular filter may be placed inside a blood 
vessel; 

Figures 2 and 3 illustrate schematically preferable steps in the manufacturing of a 
second vascular filter according to the present invention; 

Figure 4 shows a perspective view of a vascular filter according to the present 
invention, prior to being used; and 

Figure 5 shows a perspective view of a vascular filter illustrated in Figure 4 when in 

use; 

Figure 6 shows a view of planar element for the manufacturing of a vascular filter 
according to the present invention; 

Figure 7 shows an alternative embodiment for the production of the vascular filter of 
Figure 6 out of a tubular shape according to the present invention and 

Figure 8 shows a perspective view of the vascular filter of Figure 6 according to the 
present invention; 

Figures 9A-9C are detailed views of portions of a vascular filter having hooks or 
friction members, according to the present invention; 

Figure 10 shows a perspective view corresponding to another embodiment of the 
present invention; and 

Figures II and 12 A-B show cross-sectional views of the embodiment illustrated in 
figure 10. 

The following description of the preferred embodiments of the present invention is 
merely illustrative in nature, and as such it does not limit in any way the present invention, its 
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ap pUcotion,orus.s. Numerous modifications may be made by those skilled in the an without 
departing ftom the tme spirit and seope of the invention. 

BEM£B nr THE PPFFFFPFft FMBQDIMENT 

„ Figure 1 a -euiar fiber 1 aeeording . me present invention has been shown, m 
ra e situation i— here, the vena eava fiber . baa just been hmodoced into a Wood 
^Ubymeansofaeame^S.vvhiehissuba^tia.iyhoUot.andm^barieaaronevena 

„ finer has been ananged, m foided s«e. in me dista! dp 4 hereof. By way of an 
^tive no, iUus-amd here, i, is a,so possib,. mat the fiber is pushed a.ong the entue 
lenph of the earner after the dista, end hereof has been advanced to the retpnred positton. 
,» this case the finer has prefetaMy been paebed in compressed stare in tmnspon pacbagmg 
filing a covering. The vena eava fiber is ejected by m«s of .pushing wis. 5 from me 
auto, dp 4 of m. catheter 3 and is introduced into the Wood vesse, where, due to the absent 
0 ,daespacM 1 mdmrio„efi-ecdvemmed i sm 1 dp4ofu K came.e I 3,mevenacavafi.,er . wd, 

^ under the btfluence of expansive fo.es inhemn. to me materia! of which the vena 
cava filter 1 has been made, into the shape illustrated here. 

The vena cava filter illusrmted here comprises a number of ribs 6 eatepding in . 

« fotm art elongated body member. On either side o, the ribs 6, film* 7 have been arranged 
each forming a grid shape. L^uid inside the blood vessel can peas dnough in an unimpeded 
fashion, but thrombus are intercepted by one of the two filters 7. 

A gma, advance of this configuration is that it provides two chances at intercepting 
„ moving inside the b,ood vessel, fit addition, due to the shape of the ribs 6. which 
eimod along the interna, wal, o, the blood - 2. i, is ensmed tha, titer, are no fm. ends of 
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ribs which may damage the internal wall of the blood vessel 2 and possibly cause a trauma. 
The configuration of the vena cava filter according to the present invention illustrated is 
consequently designed so as to cause a minimum of damage to the blood vessel inside of 
which it is arranged. As the filters 7 have been arranged on either side of the ribs 6, a 
longitudinally symmetrical shape has been obtained. Accordingly, there is no difference as 
regards to whether the vena cava filter 1 is placed forward or backward inside the blood 
vessel 2. In other words, the proximal and distal ends of the filter are identical 

As has been illustrated here clearly, the grid shape of each of the filters 7 is such that 
each of the ribs 6 is connected to a number of the components of these filters 7. Furthermore, 
each of the ribs 6 is connected with both filters 7 on either side. Due to this configuration, 
even in the event that one of the ribs 6 or a component of one of the filters 7 may possibly 
break, the filter will tend not to shift position. 

In addition, tipping over of both filters 7 has been avoided effectively due to the more 
or less tubular shape into which the ribs 6 have been arranged, so that positioning of the vena 
cava filter 1 inside the blood vessel 2 can take place with unprecedented stability and 
reliability. 

In addition, the vena cava filter 1 has been made of a very resilient material, like 
nitinol, so that following deployment from the distal tip 4 of the catheter, it can expand and 
will be wedged against the internal wall 8 of the blood vessel 2. 

In Figure 2, a plate 9 for a second embodiment of a vena cava filter according to the 
invention has been illustrated, which has been made of nitinol, and in which cuts 10 have 
been arranged. The cuts 10 extend alternately from one of the two sides of the plate 9 over a 
large section of the width of the plate 9, as has been illustrated in figure 2. When 
manufacturing a vena cava filter according to the present invention the plate 9 may be pulled 
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apan nnder the influe^e of beat * » • — * "* *" ' *** " ' 

which a de»i. b. iuusn»ed » *» 3- " — • NS " •* **• 

12 at the ends 13, each of which has been connect . » ribs 6 as Utasttated in figure 3. 
connect to one another respectively. To mis end, the leagd. of tite mold (no. illustrated b*> 

piU or cigar shaped allowing in particular *e welding snips 12 to connect to one anomer. 
Neat the welding snips 12 are connected to one another and the welding snips .1 are 
connected* on. another hy means of beat treatment in otderlonuhe these welding strips 11, 
,2 me,, .ogether respectively. Next, employing a memod according . me present invention 
and whils. heating dte configuration iUusha,ed in figure 3 which is to he processed into a 
vera cava am. of which dte welding snips 11. 12 have been meted togetoer respectively, 
ft. mould, no, Utaatnned here and prefemhly made of a pliable materi* is expanded in order 
„ defenu the mater*, of which me vena cava filter is to be fonned in mis manner into a 
shape of which me cenoal section, ma, is ,o say, me section comsponding to me ribs 6, tea a 
.arger diame,er man me tips on eimer side, ma, is ,o sa, mose sections contending to <he 
ends 13. 

After cooling, the vena cava filter thus formed retains the shape of the expanded (but 
not illustrated) mold and it will then be possible to fold the vena cava filter according to the 
present invention thus formed, in order to place it inside the distal tip of a catheter 3 for the 
purpose of introduction, as has been illustrated in figure 1. 
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Using nitinol ensures that the filter is very elastic, while it can be folded so as to 
occupy only a very limited space and expands independently to the diameter of the blood 
vessel after introducing it in the manner described above with reference to figure 1 . 

Using the mold ensures deformation of the basic shape of the material of which the 
vena cava filter is made, whereby elasticity of the vena cava filter thus formed manifests itself 
in relation to this new basic shape. 

In figure 4, a third embodiment of a vena cava 35 filter 15 has been illustrated in the 
state just prior to introduction into a blood vessel hereof. The vena cava filter 15 has been 
folded around a guidewire 14, whereby the vena cava filter 15 is freely movable along the 
guidewire 14. In figure 4, the catheter body itself has not been shown, but it is noted that the 
vena cava filter remains in the folded state illustrated here due to the space limiting effect 
exerted by the distal tip of this catheter body, inside of which the vena cava filter 15 is 
situated in its folded state. 

The vena cava filter 15 comprises cuts 16 extending in the longitudinal direction of 
the vena cava filter 15 between, but not as far as the ends of this vena cava filter. By means 
of the cuts, strips of material 18 have been defined, as illustrated in figure 5, which is an 
illustration of the vena cava filter 15 just following ejection from the catheter not illustrated 
here and its subsequent expansion. These strips 18 correspond to the ribs 6 as illustrated in 
the figures 1 and 2, but comprise bending lines 17 which have been defined by the shape of 
the mold which has been used in the manufacturing process of the vena cava filter 15 
illustrated here. The strips 18 consequently also form the filters 30 on either side of the filter 
15. Those sections of the strips 18 forming the ribs extend in an axial direction and are 
connected on either side with a filter 30, which is formed between the bending lines 17 and 
the tips on either side of the vena cava filter 15. 

9 
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Abo to ftis m possible baking of a secnon of » *P IS fencrioning as rib, or ' 
breato g of a secrion Inucnontog as After 7 canno. real, to ft. vena cava filrer shifting 
posibon v** to ftc sme fflusmred to figure 5, is srffl anenged ova, fte guidewire 14, 
„bich is subsidy » be rviftdrawn after fte correc. portioning hereof. As long as fte 
vena cava fflrer has been provided wirh mo* ftan rwo snips, fte fifter wifi «nd oor ro shift 
poaidon. due . fte breaking of one of the snips; espeeiafiy in fte ease of a nnifonn 
disnibunon in radial dhecuon of fte snips tons provided ftis is avoided in an effecrive 
manner. 

The embodiment of the vena cava filter according to the present invention illustrated 
here also has the safety advantages of the tendency to prevent any free ends from occurring 
and damaging the internal wall of a blood vessel, and that these sections of the strips 18 
extend as ribs along the internal wall of the blood vessel. 

In figure 6, a plate 19 for a fourth embodiment has been illustrated which shows an 
alternative in relation to the one which has been illustrated in figure 2. Also, this plate 19 
includes cuts, although they are arranged in a different pattern to those in the plate illustrated 
in figure 2. 

The plate 19 is arranged around an inflatable or expandable mold (not illustrated), the 
,ongitudinal direction of which corresponds to the transverse direction of the plate 19 
illustrated in figure 6, and the cross-section of which is circular. The welding strips 21 are 
connected to one another for instance by means of melting them together. Accordingly, the 
vena cava filter 22 illustrated in figure 8 is obtained following expansion of the mold while 
heating the material of which the plate 19 has been made. 

After melting the welding strips 21 together, a tubular basic shape is obtained, which 
has been illustrated in figure 7 and is indicated with reference number 23. In addition, the 
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basic shape 23 may also be obtained by arranging the pattern of cuts 20, as shown in the basic 
shape 23 in figure 7, in a tubular element which has been made of nitinol for instance. Thus 
the step of melting the welding strips 2 1 in figure 6 together is avoided, thus simplifying the 
procedure of manufacturing the vena cava filter according to the present invention 
considerably. 

The vena cava filter ultimately formed, as illustrated in figure 8, once again comprises 
ribs 24, 35 just like the other embodiments of vena cava filters according the present 
invention illustrated in figure 1 and figure 5. Each of the ribs of the vena cava filter 22 in 
figure 8 is connected on either side with a number of components of filters 25. The filter thus 
displaying a grid shape with passages sufficiently large so as not to impede normal flow of 
liquid through the blood vessel, but small enough to intercept harmful blood clots or 
thrombus. In doing so, as has been described above, this filtering action occurs at two 
locations in the vena cava filter 22. In axial view, the passages in the network of the filters 25 
display the shape of a diamond, parallelogram or polygon. 

Figures 9A-9C illustrate further improvements to enhance the resistance of the vena 
cava filter against undesired displacement. In figure 9A for instance, a rib 28 of a vena cava 
filter according to the present invention has been illustrated, which has been provided with 
hooking elements 26 and 27 pointing in opposite directions. These hooking elements are 
sufficiently sized and small so that they ensure the proper grip on the internal wall of the 
blood vessel, but tend not to damage the latter. 

In particular, this embodiment can be manufactured advantageously by providing the 
tubular basic shape shown in figure 7 with additional notches, as illustrated in figure 10 and 
indicated with number 31. Figure 11 shows a cross-sectional view along the line 11-11 in 
order to clarify the configuration of the notch 31. In figure 12 it has been illustrated that the 
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noshed secuons of the h«ar hasic shape 23 h*nd ***** **• -P— *-* » 
«-d h«*ng demon* similar* those — "» — 27 * ^ Fi8W 
UA UluatmKS ft. situation prior ,o expansion, and figure IS fte situation nm— 
foUowmg expansion. In figure 12A, arrow A has been used to indicate the refcrivc direcrions 
of seorions of fte basic shape 23 to ore left and the right of the notth 3. . 

^ notches 31 aho provide anemuuon, in fte material of which fte basic shape 23 

tas been made, as a result of wtich bending is encouraged to occur a, fte sites of these 

attenuations. 

to Sgure 9B, a rib 24 of the vena cava filter illustrated in figure I is shown. On each 
of fte ribs 24, a number of hooking elements, pointing in opposite directions, have been 
.n.ged, which, for fte sake of simplicity, have also been given fte numbers 26 and 27, 
whereby a greater number of hooking elements may obviously incase the fricnonm 

resistance mentioned above. 

In figure 9C yet another rib 29 is shown, which has been provided with a serrated 
profile 30, of which One teeth are not arranged in a preset direction but only extend outwards 

, w wh en {„ use towards the internal wall of the blood vessel, 
in relation to the vena cava filter, when in use, iow«uu> 

Also, simple coarsening of the surface of the ribs concerned may suffice. 

Each of the embodiments illustrated in the figures 9A-9c aims at increasing the 

reliability of the anchoring of the filter, so that the vena cava filter according to the present 
invention will not shift position. Protrusions such as the projections 26 or 27 or the serrated 
profile 30 are pushed, due to the elasticity and the tendency of the vena cava filter to expand, 
into the internal wall of a blood vessel. Consequently, resistance against possible 
displacement under the influence of the flow of fluid or blood through the blood vessel is 
increased, and as a result the reliability is enhanced. 
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In the axial view, the filter sections on either side of the ribs of the vena cava filters 
according to the present invention described above display diamond or polygon shapes. It is 
also possible to suffice with vena cava filters of which the filter sections display in axial view 
a star shape (as illustrated in figure 5), or any other shape as long as they intercept blood clots 
or thrombus successfully. An advantage of this feature is that, after passing the first filter 
section and the tubular section or the elongated body member, a second chance at interception 
in the form of an additional filter section has been provided. Also, other shapes of the filter 
sections in axial view are possible, which shapes will occur to those skilled in the field after 
reading the present description. The shapes of the filter sections in axial view need not be 
symmetrical, and may have in principle any suitable appearance. 

If it is desirable to be able to remove a vena cava filter introduced into a blood vessel 
at a later stage, a vena cava filter according to the present invention may be provided on one 
or both ends with a noose construction in order to extract the vena cava filter back into a 
catheter, by means of a hook member. 

Furthermore, in connection with the method for manufacturing a vena cava filter 
according to the present invention, the step employing an expandable mold in order to effect 
the required shape of the vena cava filter has been described each time. It should be noted 
however, that it is also possible to use a mold which retains its shape, around which in 
advance sections, deformed under the influence of heat, have been arranged and if desired 
followed by a step including heating certain sections to such an extent that a vena cava filter, 
forming one single unit, is manufactured. In this respect one can think of using separate 
strips, which are arranged around a pill or cigar-shaped mold of the desired shape after 
heating the latter, in order to connect at least the tips to one another by melting them together. 
Furthermore, it is not necessary to deform sections of the vena cava filter in advance. 

13 
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. i„ cmres to fix the vena cava filter, and in particular 
Treatment, for instance heat treatment, only serves to fix tne 

u ^fin^ bv the mold. This last alternative is particularly 
sections hereof, in the new shape defined by tbe moio. 

suitable for materials which are very elastic, like nitinol. 

^actunng a vena cava filter according to the present invention. By way of alternative, 

ofintroduction hereof. The ^nm*^*^**"™**'"™" 
state , by means of the catheter. To this end a configuration may be used decompressing the 

filter metal due to the elastic properties hereof. 

F^re. reuacuon of a vena cava «. accnrdin 8 ro dre «— » 

me n,ioned above, which shooid no, Bmi. ft. scope o, *e Cairns anaehe,. Van. cava _ 
aceoritog to *. invenrion may for inaance he anchored hv means of a coed ho*, in wh,ch 
«. .his cord body is arran 8 en a, a sire which can easiiy be reached from oouide the body of 
. parien,, so rha, remove, can iake place wid, a minimum of effort A. regard. me anbjac. o, 
te invention i, is drerefore of no conscience whe,he, ihe fdier is pinned pennanendy, m a 
removable manner, temporarily or otherwise. 
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CLAIMS 

What is claimed is: 

1. A vascular filter, which can be placed inside a blood vessel and which 
comprises: 

in a radially compressed state, a tubular metal cylinder having a first and second 
integral cylindrical end collar at a proximal and distal end of the vascular filter; a plurality of 
ribs arranged in a preselected pattern and extending between the first and second end collar in 
a direction parallel to a longitudinal axis of the vascular filter; 

in radially expanded deployed state, the ribs tend to resiliently expand in radial 
directions, thereby causing the first and second end collars to move toward each other; each 
of the ribs tending to spread apart, such that the vascular filter defines a plurality of central 
parallel hexagon shapes arranged adjacently around a central circumference of the vascular 
filter, each of the ribs defining each hexagon shape extending in a plane parallel to the 
longitudinal axis of the vascular filter, the vascular filter further defining a first and second 
end filter portion connecting the central hexagons with the end collars, wherein the end filter 
portions each define a plurality of diamond shaped sections having four sides; each of the 
diamond shapes being formed by a first and second rib each forming a portion of a first and 
second of the central hexagon shapes, and by a first and second conical rib directly connecting 
an apex of the first and second of the central hexagon shapes with the end collars 
respectively; the conical ribs all extending along a first and second end cone; 

whereby the first and second filter sections enhance the effectiveness of the vascular 

filter. 

2. The vascular filter as claimed in claim 1, characterized in that the construction 
is such that it has been formed out of one single unitary metal element. 

15 



PCT/US98/24305 • 

WO 99/25252 

3 . The vascnlar fdKr as chimed to Chim 1. adapted for nse in toe vena cava. 

4 Tie vascular fitter as chimed to one of toe previous daims, characterized by 
Otters formed on . least one surfaoe o, toe vascular fitter directed outward to a radio, 
direction. 

5 A metood for mamtfacnutag a vascular filter comprising forming an 
cyhndrica, elongaKd body member on, of one stogie demon, having a firs, and second 
^ cyitodricai end cuUa, and a ptomlny of strucmml ribs formed hy a series of 
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conical end fitter secnon for collecting and trapping thrombus. 
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